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SECTION A-A SECTION B-B

JOINT MATERIAL TO COMPLY WITH CURRENT NCDOT STANDARDS.

SANITARY SEWER CLEAN—-OQUTS, WATER METERS, MANHOLES, AND VALVE LIDS TO BE
LOCATED OUTSIDE SIDEWALK WHERE FEASIBLE.

MINIMUM SIDEWALK WIDTH TO BE 6" MINIMUM IF PLACED AT BACK OF CURB.

CONCRETE FOR ALL SIDEWALKS (EXCEPT ANY PORTION CONTAIN WITHIN A DRIVEWAY
APRON) SHALL BE CLASS "A” — 3,000 PSI.
MINIMUM REPLACEMENT FOR REPAIRS IS A 5 X 5 PANEL

4” STONE BASE MAY BE REQUIRED FOR POOR SOIL CONDITIONS

MINIMUM DEPTH FOR TUNNELING BELOW SIDEWALK IS 12"
MAX ADJACENT GROUND SLOPE WITHOUT RAILING IS 2:1

MIN GRADE FOR PROPER DRAINAGE IS 1% IN AT LEAST 1 DIRECTION. MAX CROSS
SLOPE IS 2%. MAX LONGITUDINAL SLOPE IS 8.3%, 10% IF LIMITED BY EXISTING
CONDITIONS, OR NO GREATER THAN

THE SLOPE OF THE EXISTING ADJACENT ROAD.
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